Product Catalog

CCTVDIRECT



NEAT 5MP/8MP TVI Camera
TEK

2 YEAR WARRANTY fDEEP BASE -
or hiding wires and connectors

-5MP /8MP 4 in 1 Camera m
- 2.8/3.6 mm Fixed Lens e .

- IR LEDs up to 60ft

‘

- Weatherproof
- Deep Base NT512-DB / NT815-DB

5MP/8MP TVI Full Colour Camera

- 5MP / 8MP TVI Colour Night Vision

- 2.8mm Fixed Lens

m - Warm Light up to 60ft
¢ e . - Weatherproof

- Deep Base
NTAC-E5T-FC/ NTAC-E8T-FC
Cellphone App
RNCamView
- H.265 Video Compression 8C H 4 K I P Pa C ka g e .’ ZEV)T) Sdto;he

- 8 x PoE Network Interfaces
- 1x 10M/100M/1000M Uplink
- Support P2P Access

NN O
1 x 8CH 4K NVR m m m m

8 x 4K IP Cameras
1 x 2TB Surveillance HDD

$ 899

N#E:T

NTNR-0818-P8/2T | NTNC-E8T-IR/28W
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NVRs

Key Features

Up to 128 IP Cameras can be connected 576M/768M Incoming Bandwidth
« Up fo 12 MP resolution recording

+ 24 SATA Interfaces

» Support H.265+, H.265, H.264+, H.264 video format

* Video Output up to 4K resolution

+ Support redundant power supply to improve system stability

+ Support our miniSAS Direct Attached Storage extension (up to 24 additional HDDS) B

Fiber Optic

-

Specifications

Model Number CDNRT10-128/i24

Sale Price

Video Input 128CH IPC @ 576Mbps I
OMP 128CH @ 15fps/CH

Record
AMP 128CH @ 10fps/CH
8MP 128CH @ 10fps/CH

Outgoing Bandwidth

768Mbps

Video Output 2 x 4K HDMI, 1 x 1080p VGA
Recording Resolution Up to 12MP
Video Wall Controller Not Supported

Decoding Format

H.265+/H.265/H.264/H.264+

Synchronous Playback Up to 16CH
Playback Resolution Up to 12MP
Audio In/Out 1CH/2CH, RCA
Alarm In/Out 16/4

Network Interface

4 x RJ-4510 /100 /1000 Mbps interfaces

Fiber Optic Interface

4 x 1000 Mbps optional fiber optic interfaces

USB Interface

2 x USB 2.0; 2 x USB 3.0

Serial Interface

RS-232; RS-485; Keyboard

miniSAS Interface

2

Storage 24 SATA up to 240TB, eSATA, NAS, IPSAN, Support RAID 0, 1, 5, 6 and 10, 2 miniSAS interfaces
can support our Direct Attached Storage extension (up to 48 additional HDDS)

Dimensions 447 x 528 x 172mm (17.6 x 20.8 x 6.8 inch)
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Image

ELEEE

Model Number CDNRA10-64

Sale Price

Video Input 320 Mbps, or 200 Mbps (when RAID is enabled)
2MP 64CH @ 30fps/CH

Record 4MP 64CH @ 15fps/CH
8MP 64CH @ 12fps/CH

Video Output 1 x 4K HDMI1, 1 x 1080p HDMI, 2 x 1080p VGA

Recording Resolution Up to 12MP

Decoding Format H.265+/H.265/H.264/H.264+

Synchronous Playback Up to 16CH

Playback Resolution Up to 12MP

Audio In/Out 1CH/2CH, RCA

Alarm In/Out 16/ 4

Network Interface

2 x RJ-4510/100/1000 interface

USB Interface

2 x USB 2.0;1 x USB 3.0

Serial Interface

RS-232; RS-485; Keyboard

Storage

8 SATA, 10 TB capacity for each HDD, eSATA, NAS, IPSAN, Support RAID 0, 1, 5, 6 and 10

Dimensions

445 x 470 x 90 mm (17.5" x 18.5" x 3.5")

Specifications

Image

IDEDE

Model Number CDNR710-64 CDNR710-32

Sale Price

Video Input 64CH @ 320Mbps (200Mbps when RAID is enabled) 32CH IPC @ 384Mbps (200Mbps when RAID is enabled)

64CH @ 30fps/CH 32CH @ 30fps/CH

Record 4MP 64CH @ 15fps/CH 32CH @ 20fps/CH
8MP 64CH @ 12fps/CH 32CH @ 20fps/CH

Video Output 1 x 4K HDMIT, 1 x 1080p HDMI, 2 x 1080p VGA

Recording Resolution Up fo 12 MP

Decoding Format H.265+/H.265/H.264/H.264+

Synchronous Playback Up to 16CH

Playback Resolution Up to 12MP

Audio In/Out 1CH/2CH, RCA

Alarm In/Out 16/ 4

Network Interface

2 x RJ-4510/100/1000 Mbps interface

USB Interface

2% USB2.0; 1 xUSB3.0

Serial Interface

RS-232; RS-485; Keyboard

Storage

8 SATA, 10 TB capacity for each HDD, eSATA, NAS, IPSAN, Support RAID 0O, 1, 5, 6 and 10

Dimensions

445 x 470 x 90 mm (17.5" x 18.5" x 3.5")
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Key Features

» Up fo 256Mbps Incoming Bandwidth
Up to 12MP resolution recording
Supports up to 32CH IP Cameras
Support PoS Overlay
4K HDMI Output, HDMI and VGA Independent output
Up to 4 SATA Interfaces
Up to 24 Built-in PoE Ports

Support H.265+, H.265, H.264 + and H.264 Video Formats

Specifications

Model Number CDNR51P24-32 CDNR51P6-32 CDNR51P6-16 CDNRS510-32 CDNR510-16
Incoming Bandwidth 320Mbps 160Mbps 320Mbps 160Mbps
Outgoing Bandwidth 256Mbps
2MP 32CH @ 30fps 32CH @ 30fps 16CH @ 30fps 32CH @ 30fps 16CH @ 30fps
Record 4MP 32CH @ 20fps 32CH @ 20fps 16CH @ 20fps 32CH @ 20fps 16CH @ 20fps
8MP 32CH @ 15fps 32CH @ 15fps 16CH @ 20fps 32CH @ 15fps 16CH @ 20fps

Video Output

1 x 4K HDMI, 1 x 1080P HDMI,1 x 1080P VGA, 1 x BNC

Recording Resolution

Up to 12MP Resolution

Decoding Format

H.265+/H.265/H.264/H.264+

Synchronous Playback up to 16CH

Playback Resolution Up to 12MP

Audio In/Out 1CH/1CH, RCA

Alarm In/Out 16/ 4

Network Interface 1 x RJ-45 10/100/1000 Mbps interface 2 x RJ-4510/100/1000 Mbps interface
Built-in PoE 24 16 16 - -

USB Interface

Front panel: 2 x USB 2.0; Rear panel: 1 x USB 3.0

Serial interface

RS-232; RS-485;

Storage

4 SATA Interface up to 40TB, eSATA, NAS, IPSAN

Dimensions

445 x 390 x70 mm ( 17.5" x 15.3" x 2.8")
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Key Features

« True Plug & Play IP Solutions

« Up to 8MP resolution recording

» Supports up to 16CH IP Cameras

« Up to 160Mbps Incoming Bandwidth
» 4K HDMI Output; HDMI, VGA and BNC output
« Up to 2 SATA Interfaces

* Up to 16 Built-in POE Ports

» Support H.265+, H.265, H.264 + and H.264 Video Formats

Image

CDNR32P6 -16 ‘

Model Number CDNR320 -16S CDNR32P8-8 CDNR32P4-4

Incoming Bandwidth 160Mbps 80Mbps 40Mbps

Outgoing Bandwidth 160Mbps 160Mbps 80Mbps
2MP 16CH @ 30fps/CH 16CH @ 30fps/CH 8CH IPC @ 30fps/CH 4CH @ 30fps

Record 4AMP 16CH @ 20fps/CH 16CH @ 20fps/CH 8CH @ 20fps/CH 4CH @ 20fps
8MP 16CH @ 15fps/CH 16CH @ 15fps/CH 8CH @ 15fps/CH 4ACH @ 15fps

Video Output 1 x 4K HDMI, 1 x 1080P VGA

Recording Resolution Up to 8MP

Decoding Format H.265+/H.265/H.264/H.264+

Synchronous Playback Up to 16CH Up to 16CH Up to 8CH up fo 4CH

Playback Resolution

Audio In/Out 1CH/1CH, RCA

Alarm In/Out 4/ -

Network Interface 1 x RJ-4510/100/1000 interface 1 xRJ-4510/100Mbps

Interface

Built-in PoE 16 8 4

USB Interface 1 xUSB 2.0;1 x USB 3.0 2% USB 2.0

Storage 2 SATA up o 12TB 1 SATA up to 6TB,

SirEnTEns 385 x 315 x 52 mm (152" x 12.4" x 2.0') (3]‘254 2 18]”;3”
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Acusense/ColorVu/4K IP

AcuSense
Color\Vu

0D

CDNC348G2-XD/LU

*8MP ColorVu IP Turret Camera
« Supports AcuSens Feature

« 2.8 mm Fixed Lens

« Warm Light LEDs Up to 100 ft

* Build-in Microphone

o
|

CDNC358G2-XBAU/SL

AcuSense

* 4MP AcuSense IP Bullet Camera
«2.8mm Fixed Lens

« Build-in Microphone & Speaker

« Strobe LED Light and Audible Alert

_sMP |

CDNC328G2-VBZ

* 8MP IP Bullet Camera

* 2.8 - 12mm Motorized Len
* EXIR LEDs up to 200ft

« 120dB True WDR

"

AcuSense
- /
ColorVu

CDNC344G2-XD/LU/sSL

* 4MP ColorVu IP Turret Camera

« Supports AcuSens Feature

+ 2.8mm Fixed Lens

« Build-in Microphone & Speaker

« Strobe LED Light and Audible Alert

CDNC354G2-XDAU/SL

* 4MP AcuSense IP Turret Camera

« 2.8mm Fixed Lens

« Build-in Microphone & Speaker

« Strobe LED Light and Audible Alert

K

CDNC328G2-XD

* 8MP IP Turret Camera
« 2.8/4/6mm Fixed Lens
« EXIR LEDs up to 100ft

Cameras

AcuSense

Color\Vu

=

e

CDNC344G2-XD/LU

* 4MP ColorVu IP Turret Camera
« Supports AcuSens Feature

« 2.8/4.0mm Fixed Lens

« Build-in Microphone

* Warm Light LEDs Up to 100 ft

CDNC328G2-XDzZ

* 8MP IP Turret Camera

« 2.8 - 12mm Motorized Lens
* EXIR LEDs up to 100ft

« 120dB True WDR

_8MP

CDNC328G2-1D

* 8MP IP Dome Camera
* 2.8/4/6mm Fixed Lens
« EXIR LEDs up to 100ft

CDNC358G2-XDAU/SL

* 8MP AcuSense IP Turret Camera
*2.8mm Fixed Lens

« Strobe LED Light and Audible Alert
« Build-in Microphone & Speaker

CDNC328G2-VD1

* 8MP IP Dome Camera

* 2.8 - 12mm Motorized Len
* EXIR LEDs up to 100ft

* 120dB True WDR

|eMP

CDNC328G2-XB

* 8MP IP Bullet Camera

* 2.8/4/6/8mm Fixed Lens
* EXIR LEDs up to 150ft

« 120dB True WDR
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IP Cameras

3 - :7. | | o [ . ot
""}f“: Fisheye - 1, [Fisheye

Bnleyr - ] u Esay
1S

b g : o L I i i | T
CDNP124-IR/25X CDNP114-IR/4X CDNCAIC- FEA | CDNCA12E- FEA
* 4MP AcuSense PTZ Camera * 4MP Mini Dome PTZ Camera * 12MP Fisheye IP Camera * 12MP Fisheye IP Camera
* 25X Optical Zoom * 4X Optical Zoom * 1.27mm Immersion Fixed Lens * 1.27mm Fixed Lens
* WDR, 3D intelligent * IR LED up to 60ft * EXIR LED up to 50ft * EXIR LED up to 50ft
* IR LED up to 300ft * 120 dB WDR, 3D DNR, * Supports Heat Map * Audio/Alarm In/Out
* Audio/Alarm In/Out * Audio/Alarm In/Out * Built-in Microphone & Speaker

« Built-in Microphone & Speaker

PR | 4MP CAMP

CDNCAOS4E - FEA CDNC714G2-VBZ0832-LPR | CDNC324PG2-VDZ CDNC324PG2-VBZ

« 6MP Fisheye IP Camera « 4MP P License Plate Reader * 4MP AcuSense Dome IP Camera « 4MP AcuSense Bullet IP Camera
« 1.27mm Fixed Lens « 8-32mm Veri-focal Lens * 2.8-12mm Motorized Lens « 2.8 - 12mm Motorized Lens

« EXIR LED up to 50ft « EXIR LED up to 300ft * EXIR LED up to 130ft « EXIR LED up to 150ft

* Audio/Alarm In/Out * License Plate Recognition * 120dB True WDR » 120dB True WDR

* Built-in Microphone & Speaker » Road Traffic/Vehicle Detection * Audio/Alarm In/Out + Audio/Alarm In/Out

* Vehicle Attribute Detection
* IP67 and IK10

AR )

CDNC324G2-XD CDNC324G2-TD CDNC324G2-XB CDNC324-WDA
« 4MP AcuSense Turret IP Camera « 4MP AcuSense Dome IP Camera « 4MP AcuSense Bullet IP Camera * 4MP Mini Dome IP Camera
« 2.8/4/6mm Fixed Lens « 2.8/4/6mm Fixed Lens « 4/6/8mm Fixed Lens « 2.8/4mm Fixed Lens
« EXIR LED up to 130ft « EXIR LED up to 130ft « EXIR LED up to 150ft « EXIR LED up to 50ft
* 120dB True WDR * 120dB True WDR * 120dB True WDR * 120dB True WDR
* Built-in Microphone
2 ; Ko ' =
0O i O a -
t N . |
4 ‘ [
CD-2CV2141G2-IDW CDNC324-CU CDNC224-XD PIR-IP500
* 4MP Wi-Fi Dome Camera « 4MP Wi-Fi Cube IP Camera « 4MP Turret IP Camera + 5MP PIR IP Camera
* 2.8mm Fixed Lens « 2.8mm Fixed Lens « 2.8/4/6mm Fixed Lens * 3.7mm Pinhole Lens
« EXIR LED up to 130ft « EXIR LED up to 30ft « EXIR LED up fo 130ft « Invisible IR LED up to 50ft
« Easy Wi-Fi Connection « PIR Detection *120dB True WDR * Indoor Use Only
» Real Time Two-way Audio « Built-in Microphone & Speaker
* Indoor Use Only
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TVI DVRSs 4k & 5mp

Specifications

Image

Model Number CDAR528-16 CDAR328-16 CDAR328-8A CDAR328-4A
Sale Price
Video Input Up to 8MP HD-TVI, AHD, HD-CVI

IP Camera Input

16CH IP up to 8MP

4CH IP up to 8MP

2CH IP up to 8MP

8MP 16CH @ 12fps 8CH @ 12fps 4CH @ 12fps
Record

5MP 16CH @ 20fps 8CH @ 20fps 4CH @ 20fps
Video Output HDMI/VGA Output up to 4K, BNC Spotout
Recording Resolution Up to 4K
Playback Resolution Up to 4K
Playback Channel 16 8 ‘ 4
Audio In/Out 4/1
Alarm In/Out 8/4 ‘ 4/1
Network 10/ 100 / 1000Mpbs
Storage 4 SATA up to 32TB 2 SATA up to 16TB 1 SATA up fo 8TB

Dimensions (in cm)

445 x 390 x 70mm
(17.5 x 15.4 x 2.8inch)

380 x 324 x 48mm
(15.0 x 12.6 x 1.9inch)

315 x 242 x 45mm
(12.4 x 9.5 x 1.8inch)

Specifications

Image

Model Number CDARS526-32 CDARS526-16
Sale Price
Video Input Up to 8MP HD-TVI, AHD, HD-CVI
Record 5SMP 32CH @ 12fps 16CH @ 12fps

8MP 32CH @ 8fps 16CH @ 8fps
Video Output HDMI up to 4K, VGA up to 1080p, BNC Spotout HDMI up to 4K, VGA up to 1080p, BNC Spotout
Recording Resolution Up to 8MP Up to 8MP
Playback Resolution Up to 8MP Up to 8MP
Playback Channel 32 16
Audio In/Out 4/1,1two way audio in 4 /1,1 two way audio in
Alarm In/Out 16/ 4 8/4
Network 10/ 100 / 1000Mplbs 10/ 100 / 1000Mpbs
Storage 4 SATA up to 32TB

Dimensions (in cm)

445 x 390 x 70mm
(17.5x 15.3 x 2.7 inch)

08



TVI DVRs

Specifications

Image

SMP & 2MP

Model Number CDAR336-16A ‘ CDAR336-8E CDAR336-4A

AcuSense YES

Video Input Up to 8MP HD-TVI, AHD, HD-CVI

IP Video Input 8CH, up to 4MP Resolution 4CH, up to 4MP Resolution 2CH, up to 4MP Resolution

Record 5MP 16CH @ 12fps/CH 8CH @ 12fps/CH 4CH @ 12fps/CH
8MP 16CH @ 8fps/CH 8CH @ 8fps/CH 4CH @ 8fps/CH

Video Output HDMI up to 4K, VGA up to 1080p, BNC Spotout HDMI/VGA up to 1080P, BNC Spotout

Recording Resolution Up to 8MP

Playback Resolution Up to 8MP

Playback Channel 16 8 4

Audio In/Out 4/1,RCA

Network Interface

1 x RJ45 10M/100M/1000M

1 x RJ45 10M/100M

Storage

2 SATA up to 16TB

1 SATA up to 8TB

Dimensions (in cm)

380 x 320 x 48 mm
(15.0 x 12.6 x 1.9 inch)

315 x 242 x 45 mm
(12.4 x 9.5 x 1.8inch)

Image

Specifications

Model Number CDARS524-32 CDAR324-16A CDAR334-8A CDAR334-4A
Sale Price
Video Input Up fo 1080P HD-TVI, HD-CVI and AHD
2MP 32CH @ 12fps 16CH @ 12fps 8CH @ 12fps 4CH @ 12fps

Record

1.3MP 32CH @ 20fps 16CH @ 20fps 8CH @ 20fps 4CH @ 20fps
Video Output HDMI/VGA up to 1080P, BNC Spotout
Recording Resolution Up to 2MP
Playback Resolution Up to 2MP
Playback Channel 32 16 8 4
Audio In/Out 4/1 /1
Network 1 x RJ45 10M/100M/1000M 1 x RJ45 10M/100M/1000M 1 x RJ45 10M/100M
Storage 4 SATA up to 32TB 2 SATA up fo 16TB 1 SATA up to 8TB

Dimensions (in cm)

445 x 390 x 70mm
(17.5 % 15.3 x 2.7 inch)

380 x 290 x 48mm
(15.0 x 11.4 x 1.9 inch)

315 x 242 x 45mm
(12.4 x 9.5 x 1.8inch)
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TVI Cameras

- "i'h.

CDAP112-IR/25X

* 2MP TVI PTZ Camera

» 25X Optical Zoom

* IR LED up to 330ft

+ 3D intelligent positioning
* 12VvDC

3

CDAC346D-VB4L

* 5MP Low Light TVI Bullet Camera
* 2.8 - 12mm Motorized Lens

* EXIR LED up to 130ft

* Dual 12VDC & 24VAC

ETE

CDAC326-0OD

« 5MP TVI Dome Camera
« 2.8/3.6mm Fixed Lens
« EXIR IR LED up to 130ft

_ovP I

CDAC344-0D/C

« 2MP Low Light TVI Dome Camera
« 2.8 mm Fixed Lens

+ EXIR LED up to 130ft

+ 120dB True WDR

CDAC318D-0OD4Z

« 8MP TVI Dome Camera

+ 2.8 - 12mm Motorized Lens
* EXIR LED up to 130ft

» Dual 12VDC & 24VAC

C}
CDAC346-FD/F
* 5SMP ColorVu TVI Turret Camera
¢ 2.8/3.6 mm Fixed Lens

* White LED up fto 100ft
¢ 120 dB Ture WDR

CDAC326-FB4

« SMP TVI Bullet Camera
« 2.8 mm Fixed Lens
« EXIR LED up to 130ft

TVI-PIR-526$

« 5SMP TVI PIR Camera
« 3.7mm Fixed Lens
* Invisible IR LED

CDAC328-FD4

« 8MP TVI Turret Camera
« 2.8/3.6mm Fixed Lens
* EXIR LED up to 130ft

CDAC326-FD4-A

* 5MP TVI Turret Camera
* Build-in Microphone

* 2.8mm Fixed Lens

* EXIR LED up to 130ft

CDAC344D-0OD41

« 2MP Low Light TVI Dome Camera
« 2.8 - 12mm Motorized Lens

« EXIR LED up to 130ft

+ 120dB True WDR

TVI-PIR-323S

« 2MP PIR Camera
« 3.7mm Fixed Lens
* Invisible IR LED

CDAC346D-0OD41

« 5MP Low Light TVI Dome Camera
+ 2.8 - 12mm Motorized Lens

+ EXIR LED up to 130ft

* Dual 12VDC & 24VAC

m m Color\u m m

( Yy

CDAC326-FD4

* SMP TVI Turret Camera
* 2.8/3.6/6.0mm Fixed
* EXIR LED up to 130ft

CDAC324-FD4AM

« 2 MP TVI Turret Camera
« 2.8/3.6/6mm Fixed Lens
« EXIR LED up to 130ft

TVI-ELE503

« SMP TVI Elevator Camera
« 2.4mm Fixed lens
* Ceilling Mount Only
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Bracket List  rorip & 1vi & P17 cameras

Turret Camera

DS-12737J-130-TRL NTDB-HK130-NH HIK-130 (SIDE HOLE)
(Grey/White/Black) (Grey/White) (Grey/White/Black)

ColourVu Turret Camera

3

Dome Camera

HIK-DM21 DS-12731J-140
(Grey/White/Black) (Grey/White/Black)

o

|
4

.?/GL g
M~
=

DS-12722J-110 HKMD-110 DS-12581)

J—

2 2 I

T ‘L

Varifocal Dome
DS-1280ZJ-DM55 DS-14737J)-155

o

.?/J; g
| p—

Bullet Camera

DS-1260ZJ) DS-12721J-120

\@ ‘ @“@

Fish Eye Camera
DS-1280ZJ-DM25(M1) DS-1271ZJ-DM25(M1) DS-1273ZJ-DM25(M1)

e |

DS-1660Z) DS-1602ZJ-Pole DS-1602ZJ-Corner DS-16611) DS-1602Z)

o~ L7 »

=3 ! : J S

PTZ Camera

DS-127517) DS-1280ZJ-X$S DS-12807J-S DS-1280ZJ-M HK1623-Ceilling

(Pole) ) (16”- 23"
::r"* — o . e HK2846-Ceiling

| = s e — —— e
i%?_, ol al e HK4378-Ceiling

. — pe (43"- 78")
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POE/Network Switch

N EEN EEN  EN

HIKVISION

DS-3E0526P-E

24 x Gigabit PoE Ports

* 1 x Gigabit Ethernet Uplink

* 1 x Gigabit SFP fiber opfical port
*Up to 30 Watts per PoE Port

HIKVISION

\

DS-3E0109P-E

*8x 10/100M PoE Ports

*1x 10/100M Ethernet Uplink
*Up fo 30 Watts per PoE Port
* Supports Extended Mode

GSD-1008HP
« 8 x Gigabit PoE Ports
* 2 x Gigabit Ethernet Uplink

* 2 x Gigabit SFP fiber optical port
* Up to 30 Watts per PoE Port

Newtwork switch [

) PLANET

GSW-2401

* 24 x Gigabit Ethernet Switch
* Rack Mountable

HIKVISION

DS-3E0518P-E

* 16 x Gigabit PoE Ports

* 1 x Gigabit Ethernet Uplink

* 1 x Gigabit SFP fiber opfical port
*Up to 30 Watts per PoE Port

@ PLANET

FGSW-2622VHP

«24 x 10/100M PoE Ports

*2 x Gigabit Ethernet Uplink

*2 x Gigabit SFP fiber optical port
« LCD Monitor

*Support 30-watt PoE power

GSD-604HP

* 4 x Gigabit PoE Ports

* 1 x Gigabit Ethernet Uplink

* 1 x Gigabit SFP fiber optical port
* Up to 30 Watts per PoE Port

Newtwork Switch IR

» PLANET

GSW-1601

* 24 x Gigabit Ethernet Switch
* Rack Mountable

HIKVISION

L .

DS-3E0510P-E

*8 x Gigabit PoE Ports

* 1 x Gigabit Ethernet Uplink

* 1 x Gigabit SFP fiber optical port
*Up to 30 Watts per PoE Port

FGSW-1822VHP

« 16 x 10/100M POE Ports

* 2 x Gigabit Ethernet Uplink

2 x Gigabit SFP fiber optical port
* LCD Monitor

« Support 30-watt PoE power

POE-E304

4 Port Gigabit PoE Splitter
*Powered by PoE
*Up to 60W PoE Power

GSD-503/GSD-803

* 5/8 x Gigabit Ethernet Switch
* Desktop

TKVISION

DS-3E0505P-E

* 4 x Gigabit PoE Ports
* 1 x Gigabit Ethernet Uplink
*Up to 30 Watts per PoE Port

FSD-504HP

* 4 x 10/100M POE Ports

« 1 x 10/100M Ethernet Uplink
* Up to 30 Watts per PoE Port
» Supports Extended Mode

« Supports End-span

lE. POE Injactor

POE-173-US

« Gigabit PoE Injecter
* 60W PoE Power

@ PLANET
—
SW-504/SW-804

*5/8 x 10/100M Ethernet Switch
*Desktop
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Intercom & Access Contirol

©] 1)

ENDB313-W

* 3MP Outdoor Wi-Fi Doorbell Camera
* PIR Motion Detection

4 55—
@00 e""ﬂ
CD-KH9510-WTE1

10 inch colorful touch screen (Indoor)

* Supports Android app installation

CD-KH6320-TE1(WTE1)

* 7 inch colorful touch screen (Indoor)
* WTET1 - Supports WiFi

CD-KB8113-IME1

* 2MP HD Video Intercom

« Swivelable Camera Body

* 2MP HD Video intercom Outdoor Station
« Fisheye camera with IR supplement light
*PoE /12VDC

* Intercom Outdoor Touch Display Module

* Intercom Outdoor Kezypad Module

«180° Field of View * Supports WiFi *12VDC, 1A «Vandal Proof
* MicroSD Slot up to 128GB *12VDC 1A
CD-KD8003-IME1/Surface CD-KD-TDM CD-KD-KP CD-KD-M

* Intercom Outdoor Card Reader Module

CD-KD-KK

* Intercom Outdoor Name Tag Module

CD-KD-BK

* Intercom Outdoor Blank Module

CD-KD-ACW2/3

*Video intercom 2/3 gang box

*Surface mount

uj i

CD-KD-ACF1/2/3

« Video intercom 1/2/3 gang box
* Flush mount

ai!

DS-KABD8003-RS1/2/3

« Rain shield for 1/2/3 Gang Surface Mount
Box

CD-KABH6320-T

« Table Stand Bracket for
CD-KH6320-WTE1/CD-KH6320-TE1

LR

CD-K2604-G

« 4-door access controller
» stores 100,000 cards
. stores 300,000 events

LR

CD-K2602-G

* 2-door access controller
« stores 100,000 cards
« stores 300,000 events

CD-K1107AM/AMK

* Mifare card reader
« supports RS485
» Wiegand W26/W34

13
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MF-Y3 Red/Yellow/Blue

* Mifare Fob
* 13.56 MHz Frequency
* Blue, Yellow, Red

ICS50

* Mifare IC card
* 13.56 MHz frequency

DS-K1T502DBWX-(C)

* Access Control Terminal

» Manages Access Control & Video Intercoms
* Two-way Audio

« Optional Built-in Camera



Cable & Power Supply

FT6-CAT6

\

-~

\
"

= 1000ft Pull-out Box
* Outdoor UV Protected / Direct Burial
* 8x23 AWG Bare Copper

¢ 1000ft Pull-out Box
* 8 x 23AWG Bare Copper
* Flame Retardant-Plenum

FT6-CAT5e CAT5e
\\ 7
NS / /

* 1000ft Pull-out Box
* 8 x 24AWG Bare Copper
* Flame Retardant-Plenum

« 1000ft Pull-out Box
* 8 x 24 AWG Bare Copper

Power Supply

NTPD-A2409-5A

9CH 24VAC Power Box
* 5A Output

* Power LED Indicator
* PTC Fuse Protected

NTPD-A2418-10A

18CH 24VAC Power Box
¢ 10A Output

* Power LED Indicator

* PTC Fuse Protected

NTPD-Rack20A-17

17CH 12VDC Power Supply

* 20A Output
* Power LED Indicator
* PTC Fuse Protected

CATé

CAT5e(Outdoor/Direct Burial)

Y/

e

7

r
/ s

« 1000ft Pull-out Box
« 8% 23 AWG Bare Copper

« 1000ft Pull-out Box
» Outdoor UV Protected / Direct Burial
« 8 x 24 AWG Bare Copper

Quad Cable Siamese Cable

* 1000ft Pull-out Box
* 4x22 AWG Bare Copper

* 500ft Pull-out Box
* 95% CCA Braid
* 2 x 18 AWG CCA Stranded Wire

NTPD-D1820A

18CH 12VDC Power Box

* 20A Output
* Power LED Indicator
¢ PTC Fuse Protected

NTPD-D910A

9CH 12VDC Power Box
¢ 10A Output

* Power LED Indicator
¢ PTC Fuse Protected

* Rack mountable

HKKD-12077 NTPD-D45A CD1205
24VAC Power Adapter  4CH 12VDC Power Supply  12VDC Power Supply
* 2.5A Output ¢ 5.0A Output ¢ 5.0A Output

* Total 60VA(W) * Short Circuit Protected

* 100V-240V Input

* Short Circuit Profected
*100V-240V Input

X & 8

Jack-DCW2020

@ =

NTPD-CP2000

12VDC Power Supply

* 2A Output
* Short Circuit Protected
* 100V-240V Input

NTPD-CP1000

12VDC Power Supply

* 1A Output
¢ Short Circuit Protected
* 100V-240V Input

) & ©

NTWI-DC-Jack NTWI-DC1-2 NTWI-DC1-4

NTCT-24122A

24V to 12V Converter
* 2A Output

Plug-DCW2020

NTWI-DC-Plug

Power Connector Male Power Connector Female Power Connector Male
* Wire with Lead End * Wire with Lead End

* 6Inch * 6Inch

 Screw-on terminal block

Power Connector Female  Power Splitter 1 to 2 Power Splitter 1 to 4
¢ Screw-on ferminal block
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Accessories Baluns / UPS/ HDMI Extenders

CD-HDMI-683/40 CD-HDMI-373A/40 CD-HDMI-373A/40-Reciver CD-HDMI-372A/40 CD-HDMI-712Pro

HDMI Extender (4K x 2K) HDMI Extender (1080p) HDMI Extender (1080p) HDMI Extender (1080p) HDMI extender
splitter

400ft 300ft 300ft 100ft

HDMI-S4K104 m CD-KVM-223 NTVC-6001 USB-Extender-201

1 to 4 HDMI Splitter 1 to 2 HDMI Splitter KVM Extender VGA Extender USB Extender

100ft 75ft 150ft

N101PV-HD NTVB-HD102 NT-BL4101 N101P-HD-G2 N1201XP-HD

RJ45 Passive TVI/CVI/AHD Passive TVI/CVI/AHD Passive TVI/CVI/AHD Passive TVI/CVI/AHD Ground Loop Isolator
Video Balun With Power Video Balun Video Balun Video Balun

e & 2 I |

HDMI Cables

1.5FT 3FT 6FT 10FT 15FT 25FT 35FT S0FT
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TV Monitor Brackets

SM-995T

37" - 100" Screen

Tilt: 15°

LP34-46T

Tilt: 8°

HM-BT2337

23” -37” Screen
Tilt: 15°

LCD-501

13’’-27"’Screen
Tilt: 20°

gy
=
¥

15U Cabinet with Wheel
e Cabinet dimensions (W x D x H):
23" x 20" x 29”

1U Shelf
e Vented fixed shelf (W X D): 19” x 7”

2/3/4U Vertical Mount Bracket
e Vertical wall mount shelf 4U/3U/2U

37" - 72" Screen

e Vented fixed shelf (W X D): 19” x 10.5”

LPA49-466

37" - 70" Screen
Tilt: 15°

LP34-44T

32" - 50” Screen
Tilt: 8°

HM-BF2342

23” - 42” Screen
Fixed

HM-CM2342

23” - 42" Screen
Tilt: 15°
Adjustable Height
30” to 50”

Cabinets / Shelves / Lock Boxes

6U Cabinet

9U Cabinet
e Cabinet dimensions (W x D x H):
23” x 20" x 19”

23" x20” x 14”

= BEEEL WRAAR OWOON e
FAEAT JARAL RO NI,
(UL 11 L LS AN AL NS

LRI
LB

1U Shelf 2U Shelf

e Cabinet dimensions (W x D x H):

ARVL R
TR NN
AL S

e Vented fixed shelf (W X D): 19” x 12”

=]
et
ol
]

LPA49-463D

37" - 70" Screen
Tilt: 15°

BEST-33

26" - 47" Screen
Tilt: 15°

LDA21-233

13’7-42"’Screen
Tilt: 12°

HM-CM1337

13"’-37"’Screen
Tilt: 15°
Adjustable Height:
30” to 50”

4U Cabinet

e Cabinet dimensions (W x D x H):

23" x 20" x 12"

LELR LI AN
(LTTLR 1NN

i am

AW NN
AN W
LSS ANERNANAS

2U Shelf

W

Small Lock Box
DxH): 18” x 18” x 5”

Large Lock Box

e Dimensions(Wx
e With fan

® Dimensions(WxDxH): 24” x 21" x 8”
e With fan

e Vented fixed shelf (W X D): 19” x 15”
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Wire Hiders & Tools

FWH-11614/12614/13614 FCL-21614/22614/23614 FJC-05W/10W/15W FEC-71414/72414/73414 FIC-41414/42414/43414
(0.5"/ 1" /1.5" / Base) (0.5"/ 1"/ 1.5" / Cover Lid) (0.5"/ 1"/ 1.5" Coupler) (0.5"/ 1"/ 1.5" End Cap (0.5" / 1"/ 1.5" Inside Corner)

Base Cover Lid Coupler End Cap Inside Corner

@ b‘; @ \ < .

FRA-31414/32414/33414 FTC-81414/82414/83414 FOC-51414/52414/53414 FCD-61414/62414/63414
(0.5"/ 1"/ 1.5” Right Angle) (0.5 / 1"/ 1.5” TEE Connector) (0.5"/ 1"/ 1.5” Outside Comer) (0.5"/ 1"/ 1.5" Ceiling Drop)

Right Angle TEE Connector Outside Corner Ceiling Drop

o ”
TN o~
Hand Tools

Modular Crimping Wire Stripper And Ratchet Crimping Punch Down Tool Crimping Tool
Tool Cutter Tool

TN N

HT-5021S HT-C206D YTH-109 HT-516B HT-322

Precise Cutter & Coaxial Cable Electrical Cutter Compression Tool Coaxial Cable
Stripper Cutter Stripper

| S X -

Bosch Bulldog SDS-Plus Shank Bits

5/32" ) - HC2009 - - - - -
@ BOSCH

3/16" HC2011 HC2012 - HC2014 HC2016 - -
14" HC2041 HC2042 - HC2044 HC2046 - -
3/8" HC2061 HC2062 - HC2064 HC2067 HC2068 -
1/2" | HC2081 HC2083 - HC2084 HC2087 HC2088 -
5/8" - HC2102 - HC2104 HC2107 HC2108 HC2109
34" - HC2122 - HC2124 HC2127 | HC2128 -

" - - HC2163 - HC2167 - -
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Accessories

Network cable tester CAT6/CAT5e Patch cord Wire connector CAT5e Junction Box
(White & Blue)

e Blue Colour (100pcs/bag)
e 1/2/3/5/7/10/14/25/50Ft

L

RJ45 Connectors Keystone Jack Plate for Keystone Arlington Bracket 1G
CAT5e/CAT6 CAT5e/CAT6 e Blank /1P /2P /3P /4P /6P e Single gang drywall Retrofit Bracket
® CAT6 90 Degree Keystone Jacks.
e Regular connectors or Pass Through White or Blue

Wireless Mouse 12 port Patch Panel 12/ 24 | 48port Patch Panel 12 / 24 Port Blank Patch Panel
CAT5e/CAT6 CAT5e/CAT6

e Mini Vertical
With Bracket

Y

Cable Tie Wire Fishing Stick Kit Electrical Tape Double sided sticker
e Black ® 99cm to 990cm length e 150x 150 mm
0.5"/0.75"/1"/5.5'/6.75'/8'/8.5'
e White

0.5"/0.75"/1"/4"/6"6.5" /8" /8.5" /12"

6 Port Power Bar 6 Port Power Bar 6 Port Power Bar 12 outlet power bar with CUL

® Plastic ® Metal e Metal ® Metal
e Rack Mountable ® 6 Ft Power Cord
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CCTVDIRECT

Onatrio Location Quebec Location

6889 Rexwood Rd, Unit 7 3862 boul de la Cote-Vertu
Mississauga, ON L4V1R2 Saint-Laurent, QC H4R1V4
Canada Canada
Tel: 905-676-9888 Tel: 438-834-2288

PROUDLY CANADIAN * WE SHIP CANADA WIDE

www.cctvdirect.ca
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